
 
 
The latest news from JAG flocomponents n.a. is that we have successfully passed the 

stringent requirements of API 607 5TH Edition .  This covers all T3 Style  
Ball Valves ¼” – 3”.  Please visit WWW.JAGFLO.COM or contact JAG for more 
information. 
 

 Product Features  
·  3 - Piece Threaded Body Design 
·  Available in Standard, Nace, LT-Nace and  

Full Stainless Steel Trim Configurations 
·  Available in FNPT, MNPT, SW, Raised Face 

RTJ and Butt-Weld End Connections 
(Or any combination of the above) 

·  ASME B16.34, Nace MR-01-75-2002 
·  Blow-out Proof / Anti-Static Stem 
·  SW Ends to ASME B16.11 (In-Line Weldable) 
·  ISO Mounting Pad for ease of Actuation 
·  Locking Device 
·  Dual Stem Seal  

 

 Advantage  
·  Fire Safe to API 607 5 TH Edition 
·  Complete Line of ANSI rated (150, 300, 600, 900, 15 00 & 2500) Flanged 
·  Fully ANSI rated Threaded, Socket Weld and Socket W eld by Threaded  

�  Class 1500 good for 3705 WOG 
�  Class 2500 good for 6170 WOG 

·  Low Operating Torques 
·  Fully Forged Construction (Body and End Caps) 
·  O-Ring on the stem to prevent process contamination  of the stem pocket 
·  All valves are plated on the ID and OD (Not Painted ) 
·  Every Seat and Handle stop is individually machined  
·  Every Valve is tested to API 598 (not just a small percentage) 
·  Canadian Registration Numbers   

 
 
 
 
 
 

JAG flocomponents n.a. 
8440 Roper Road,  
Edmonton, Alberta 

T6E – 6W4 
Phone: 780-485-2333 Fax: 780-485-2316 


