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Top
Works

Part Number Order Chart: Trunnion Mounted Ball Valve

T - Trunnion
PT - Trunnion 
        Double 
        Piston

B3 - Bolted 3pc F - Full Port
R - Reduced

20 - 2”
25 - 2 1/2”
30 - 3”
40 - 4”
60 - 6”
80 - 8”
100 - 10”
120 - 12”
140 - 14”
240 - 24”
Up to 60”

A - RF Smooth Face
B - BW Sch. 40
C - BW Sch. 80
D - BW Sch. 160
E - BW Sch. XXH
F - BW Sch. Std. 
J - RTJ
R - Raised Face
X - Special

01 - 150 ASME
03 - 300 ASME
06 - 600 ASME
08 - 800 ASME
09 - 900 ASME
15 - 1500 ASME
25 - 2500 ASME

A - Stainless Steel 
B - Standard
C - Cryogenic
L - Low Temp. NACE
N - NACE

G - Gear Op.
H - Handle
B - Bare Stem

B3T F 60 R 06

Trunnion Bolted 3 Piece Full Port, 6 Inch, RF, 600 Class, Low Temp. Nace Trim, CS/3MLL ENP, Gear Op.

O-Ring / 
Seat Insert

S1 - HSN/RPTFE
S2 - HSN/NYLON
S3 - HSN/PEEK
S4 - VITON/NYLON
S5 - VITON/PEEK
S9 - HNBR/PTFE
S10 - HNBR/NYLON

01 - CS/3MLL ENP.
02 - Stainless Steel
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